-

ALL COMMUNICATIONS TO BE ADDRESSED TO

AJS"™MoTOR CYCLES

PLUMSTEAD RD.
I.LONDON, S.E.IS

DIRECTORS..
S. R.HOGG, DS.O, MC.,, F C.A,
C. R. COLLIER

D. S HEATHER
SIR ALAN HUTCHINGS, K.B.E
J. F. KELLEHER

G. |. FRANCIS

CONTRACTORS TO
His MaJesTY's GOVERNMENT AND

CROWN AGENTS FOR THE COLONIES.

PROPRIETORS ASSOCIATED MOTOR CYCLES LIMITED.

AJS

MoOTOR CYCLES

Dear Sir(s),

TELEPHONE WOOLWICH 1223

CABLES
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CODES
A.B.C. 577 EDITION.
A.B.C. 677 EDITION.

BENTLEYS

TELEGRAMS
“ICANHOPIT-WOL-LONDON"

YOUR REF.
OUR REF: S 1..5158

JMW /DD,

30th September, 1957.

In previous years, we have always endeavoured to provide
our many trade connections with details of the component parts
that differ from their predecessors. ‘

In view of the substantial changes made for the 1958 Season
the current list is fairly extensive, but this is enclosed and we
hope it will provide considerable assistance both from an informa-

tion and from a Spares ordering point of view,

The full Spares List is in process of compilation and conse-

quently it should be available at an early date.

Yours faithfully,

A, .5,

MOTOR CYCLES.
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ﬁmt SERVICE BULLETIN AND TECHNICAL DATA

FWN/DD,57/2.

SPARE PART P RICES

T

As from lst September 1957, the prices of all spare parts of our manu-
facture are subject tc a further surcharge of 5%. Thus prices will be as
shown in 1957 Spares List, plus 10%, plus 5%. In the 1958 Spares Lists
now in preparation, these surcharges will be consolidated in the printed
list prices.

1957 TWIN MODELS

In the case of complaint of heavy oil consumption, or oil leakage
from the front chaincase, the crankcase release valve diaphragm
should be examined, The crankcase release valve is incorporated
in the engine sprocket fixing bolt. To examine the diaphragm re-
move the release valve complete by unscrewing the larger of the
two hexagons. With care, unscrew the plug retaining the diaphragm
(the smaller of the two hexagons). If the diaphragm is canted or
trapped in the internal diameter of the plug, the diaphragm is worn
and should be discarded, and replaced by a new one.

To eliminate diaphragm wear, a modified plug - Part No. 016674
is now available.

To test if the valve is working effectively, before refitting, air can
be blown out from the threaded end, but if air can be sucked inwards
the diaphragm is either damaged or not seating correctly.

KICKSTARTER CRANK
New machines are issued with the kickstarter crank detached, to pre-
vent damage during transit. When the crank is refitted, it should be
positioned 20 degrees left of the vertical (340 degrees) to prevent ex-
cessive return spring travel.
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